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Applica�ons:
Lubricants, Cosme�cs, Plas�cizer

Typical Values
Feature Method Units Values

Viscosity (@ 37.8°C) ASTM D 445 cSt 16
Water ASTM E 203 ppm 80
Flash Point ASTM D 92 °C 125
Color ASTM D 1209 Pt-Co 70
Molecular Weight (Mn) Internal - GPC Daltons 350
Polydispersity Index (Mw/Mn) Internal - GPC - 1.14
Pour Point ASTM D 97 °C -55
Density (20/4°C) ASTM D 4052 - 0.82
Refrac�ve Index ASTM D 1218 nD 1.46
Chlorine ASTM D 5808 ppm 180

Packaging and storage:
PIB i s  s uppl i e d i n 170 kg me ta l l i c drums  or i n i s ota nks . Pol ybute ne  pol yme r mus t be  s tore d a t te mpe ra ture s  unde r 50°C, a nd
prote cte d from di re ct s unl i ght, moi s ture  a nd i n orde r to a voi d di re ct conta ct wi th the  s oi l .

Shelf life:
3 (thre e ) ye a rs  from produc�on, s i nce  the  re comme nde d s tora ge  condi �ons  a re  re s pe cte d.
 

Legal Statement
1. 

For s a fe ty, ha ndl i ng, pe rs ona l  prote c�on, firs t a i d a nd wa s te  di s pos a l  i nforma �on, re fe r to the  SDS - Sa fe ty Da ta  She e t.
2. For a ny doubt conce rni ng ma te ri a l  ha ndl i ng or a ppl i ca �on, pl e a s e  conta ct the  Te chni ca l  Se rvi ce s  a re a .
3. The  prope r�e s  a nd va l ue s  conta i ne d i n the  qua l i ty ce r�fica te  mus t be  cons i de re d a s  a  gua ra nte e  of the  product. For typi ca l

va l ue s , whe n provi de d, the  i nforma �on i s  gi ve n i n good fa i th a nd obta i ne d i n our l a bora tori e s , a nd s houl d not be
cons i de re d a s  a bs ol ute  or a s  a  gua ra nte e .

4. Thi s  docume nt ma y not be  di s tri bute d, di s pl a ye d, copi e d or a l te re d wi thout pri or wri @e n pe rmi s s i on of Bra s ke m SA. To the
e xte nt Bra s ke m SA a uthori ze s  the  di s tri bu�on, di s pl a y, a nd / or copyi ng of thi s  docume nt, you ma y do s o onl y i f the
docume nt i s  una l te re d a nd compl e te , i ncl udi ng a l l  he a de rs , foote rs , di s cl a i me rs , a nd othe r i nforma �on.

 

Polyisobutene PIB 4

Descrip�on:
PIB 4 is obtained by polymeriza�on of an isobutene rich stream with specific catalysts. Product is
composed predominantly of alipha�c mono-olefins. The product is Clear, bright and free from
sediments or suspended ma@er.
PIB 4 is a non-toxic polymer and has NSF cer�fica�on. It can be used in lubricants and synthe�c oils
formula�on, including for food grade and pharmaceu�cal grade. PIB 4 is also applied in cosme�cs as
an emollient agent and as a plas�cizer to thermoplas�c resins like PE, PP, PVC and others.
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